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Integrable marking machine
Compact, 50 x 40mm marking window.
ADVANTAGES OF SCRIBE MARKING

Scribe marking creates o high legibility continuous line ot a low noise
level compared fo other technologies for permanent Direct Part Marking.

USAGE: ideal solution for the marking of metal and plastic parts,
of various shapes and surface conditions
(automobile, mechanical, cast, electromechanical, ...).

ENVIRONMENT: conceived for industrial integration
© on production lines,
* in automatic or semi-automatic assembly or fest stations.

HIGH PERFORMANCE

@ Up to 6 characters per second.
o Characters from 0.5 to 40mm in height in steps of 0.1mm.
* "High definition" marking quality adjustable according to required marking speed.

INTEGRATED SOFTWARE FEATURES

o (reate / Modify / Save marking data.
© Management of 6 Input / 2 Output board.
© (Calculation of variable data: date codes (several formats available), shift codes,
serial numbers.
© Management of text style:
- Choice of logos,
- Compression, spacing, automafic centering.
- Linear marking, angular, radial, inclination, inverted, mirrored.
* Downloading of custom fonts and logos..

SAVE TIME AND MONEY ON INTEGRATION %

The independent user-friendly UC112 control unit
(screen + internal software + keyboard) speeds programming
and eliminates the need for a PC or PLC.

SIMPLIFIED INDUSTRIAL INTEGRATION

© Control of the marking head by:
- File select from the memory of the UC112 by activation of inputs.
- Control unit in independent mode.
- PLC or other information system, via RS232 link.
* Easy to mount:
- Simple attachment: 2 M8 or 4 M6 mounting holes.
- 2 08H8 positioning holes.

Marking of body parts and
chassis before painting

Column Height adjustment system T101W Windows® marking software Mobile protection shutters



